
AUTOMATIC TIRE INFLATOR  K3015

•	 Unique design allows the tire pressure to be preset on the readout
•	 Pushing start automatically fills the tire to the set pressure
•	 Saves time and allows tires to be filled accurately
•	 Auto Shutoff

SPECIFICATIONS
•	 Inflation range to 175 psi
•	 Requires (7) AA batteries, not included
•	 1 Preset pressure input 

PISTOL TIRE INFLATOR  K3005

•	 Cast aluminum body allows for a lightweight and durable tool
•	 Measure and inflate tire pressures with precision
•	 Measure and release pressure

SPECIFICATIONS
•	 1/4” Port
•	 Max Working Pressure 232 psi / 16 Bar

•	 Working Temperature Range -4° F – 140° F

WALL MOUNT TIRE  K3060

INFLATOR – SINGLE PRESET
•	 Easily mounts to a garage/shop wall

•	 Simply plug in the unit, set the desired PSI, attach the air hose to your tire,  
and the inflator will inflate or deflate the tire to the desired pressure

SPECIFICATIONS
•	 Inflation Range: 7 PSI – 145
•	 PSI Accuracy: +/- .3 PSI
•	 Max Inlet PSI: 150 

WALL MOUNT TIRE K3063

INFLATOR – THREE PRESET
•	 Easily mounts to a garage/shop wall

•	 Simply plug in the unit, set the desired PSI, attach the air hose to your tire,  
and the inflator will inflate or deflate the tire to the desired pressure

•	 Ability to over-inflate the tire and hold that pressure for an adjustable time amount

SPECIFICATIONS
•	 Inflation Range: 7 PSI – 145
•	 PSI Accuracy: +/- .3 PSI
•	 Max Inlet PSI: 150

rapidairproducts.com  |  866-440-3445

*RapidAir products are not intended for potable water applications (human consumption - drinking and cooking) 
and has not been designed to be compliant with the “Safe Drinking Water Act” requirements for low lead in 
potable water applications. This item is for use only in non-potable (non-human consumption) water applications.
WARNING: Cancer and Reproductive Harm - https://www.p65warnings.ca.gov/

•	 Accuracy +/- 1 psi
•	 Air Compressor Required

•	 Power requirements: AC110-240V
•	 Working Temperature: 14 °F-122°F

•	 Power requirements: AC110-240V
•	 Working Temperature: 14 °F-122°F


